HISTORY KEPT

ILLINOIS HIGHWAY INFORMATION SYSTEM

YEs [] No[X STRUCTURE INFORMATION AND PROCEDURE MANUAL
ITEM NO. 3B1
NBIS REQUIRED ITEM NAME  MAINTENANCE TOWNSHIP PAGE 10f1
YES [] NO[X EFF. DATE | o07/01/02
ISIS MMIS
RESPONSIBLE
FOR UPDATE District Program Development N/A
STRUCTURES All N/A
UPDATE (2) General Inventory 1
SCREENS (1) Add New Structure 1/ N/A
INQUIRY
SCREENS (1) Inventory Data 1 Inventory Data 1 of 3

DESCRIPTION AND PURPOSE OF ITEM

This item identifies the township responsible for maintenance. The Maintenance Township must
always be located within the Maintenance County.

Township or Municipality Maintained: Enter the number for the township or road district with

maintenance responsibility for the structure.

State, County or Other Agency Maintained: If Maintenance County (Item 3B) and Inventory

County (Item 3A) are the same, enter the same number as the Inventory Township. In cases
where the Inventory County and Maintenance County differ, enter the township number for the
township within the Maintenance County where the bridge is located.

CODE AND SCREEN ENTRY INSTRUCTIONS

A two-digit field.
Enter the appropriate township or road district code.

Township/Road District codes are identified in Appendix B.

1/ This item should be coded when adding a new structure to the ISIS database.
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